
BK-E26
E26 ARCHITECTURAL STRING

CATALOG #

key features
•uv resistant materials
•pvc socket forms a tight water seal
•commercial grade
•specify custom cuts by the foot
•field cutable between sockets
•2 year limited warranty
•ETL LISTED
•Intended for lamp-down applications   
 only

*Check with local building and safety inspectors for specific    
  requirements

**Lightcraft recommends the use of guy wire for runs of 35’ or more

spt-2
black
16 awg
e26 (medium base)
25w per socket
200 ft
300 ft (1200 watt max)
24” between sockets
12v or 120v
direct to low voltage 
transformer
hard wire or specify power 
plug (part: bk-Pwr-male)
ETL WET LOCATION

material
wire color
wire gauge
socket
max wattage
12v max run
120v max run
spacing
voltage
12v wiring

120v wiring

certification

product specificationS

string dimensions socket dimensions

socket top view24” SOCKET 
SPACING

+ String and lamps are sold separately

1-1/2” H

1-1/2” W

OPTIONAL
MARQUEE 

MOUNTING
HOLES

(FOR SURFACE MOUNTING)
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Lightcraft Outdoor’s LED Filament Collection offers a dimmable 1W vintage style 
filament LED with an antique 2400K warm white light output.  
Available in 12VAC to easily integrate with your low voltage landscape lighting 
system.  Also available in 120VAC.

12V FILAMENT LED 120V FILAMENT LED S14 LAMP DIMENSIONS

S14 LAMPS (OUTDOOR/INDOOR RATED)

LED-BK-S14-1-12-FIL
1W
2400K
45
YES*
11V AC - 13V AC
MEDIUM (E26)

WATTAGE
KELVIN

LUMENS
DIMMABLE

VOLTAGE
BASE

LED-BK-S14-1-120-FIL
1W
2400K
100
YES*
120V AC
MEDIUM (E26)

WATTAGE
KELVIN

LUMENS
DIMMABLE

VOLTAGE
BASE

*PRIMARY SIDE DIMMING: Requires LED magnetic low voltage (MLV) or LED electronic low voltage (ELV) dimmable transformer and compatible LED dimmer 
(MLV OR ELV) For more information see installation guidelines
+ Fully tested with Lutron Diva (DVLV-600P) dimmer and Lightcraft dimmable transformers 

*LOW VOLTAGE SIDE DIMMING: Requires Lightcraft 12V In Line Dimmer

Filament
COLLECTION

LED

1”W
BASE

1” H
BASE

3-1/4”
OAH

2-1/4”H
GLASS

1”W
GLASS

Dimensions for all S14 lamps on this page.

DIMMABLE

DIMMABLE

PYRAMID SHADE

MODEL
DIMENSIONS

MATERIAL
OUTSIDE FINISH

INSIDE FINISH

BK-511-BZ
4-1/2”W X 2-3/4”H
ALUMINUM
BRONZE (BZ)
WHITE REFLECTIVE

4-1/2”W

2-3/4”H

NEW IT
EM

DECORATIVE BISTRO SHADES (FOR E26 NON SUSPENDED BISTRO STRING ONLY)
These shade options are ideal for customizing the look of the architectural bistro string. 
The shades also serve to achieve a DARK SKY design and avoid overhead light pollution.

BK-111-BZ
7-1/2”W X 3”H
ALUMINUM
BRONZE (BZ)
WHITE REFLECTIVE

MODEL
DIMENSIONS

MATERIAL
OUTSIDE FINISH

INSIDE FINISH

PETAL SHADE

7-1/2”W

3”H

HAMMERED SHADE

BK-411-BZ
8”W X 2”H
ALUMINUM
BRONZE (BZ)
WHITE REFLECTIVE

MODEL
DIMENSIONS

MATERIAL
OUTSIDE FINISH

INSIDE FINISH

8”W

2”H

CATALOG #
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MOUNTING INSTALLATION ACCESSORIES

DESIGN IDEAS (POSTS, POLES, HOOKS NOT SUPPLIED)

INSTALLATION ACCESSORIES

DESIGN IDEAS (POSTS, POLES AND J HOOKS NOT SUPPLIED)

MODEL
MATERIAL

DIAMETER
STRENGTH
ROLL SIZE

BK CABLE SS
GALVANIZED 
AIRCRAFT
CABLE
1/16” (7X7)
480 LBS
250 FT

MODEL
WATTAGE

KELVIN
LUMENS

DIMMABLE

LED BK G50 1 12
1W
2700K
30
NO

MODEL
WATTAGE

KELVIN
LUMENS

DIMMABLE

MODEL
WATTAGE

LUMENS
DIMMABLE

LED BK G50 1 120
1W
2700K
30
NO

L BK G50 7 120
7W
70
YES (SEE FACTORY FOR DETAILS)

MODEL
MATERIAL

LENGTH
WIDTH

STRENGTH
QTY PACK

BK TIES SS
304 STAINLESS 
STEEL
5”
1/6”
150 LBS
100

MODEL
MATERIAL

LENGTH
WIDTH

STRENGTH
QTY PACK

BK TIES BK
HEAVY DUTY 
NYLON
8”
1/3”
120 LBS
100

E17 BISTRO STRING (SOLD BY THE FOOT)
INTERMEDIATE BASE (E17 SOCKET) / G50 LAMP

G50 LAMPS (12V) CLEAR GLASS G50 LAMPS (120V) CLEAR GLASS

MODEL
SOCKET

SOCKET DIMENSIONS
SPACING
VOLTAGE

12V MAX RUN (LED)
120V MAX RUN (LED)

120V MAX RUN (INCAN.)
CABLE

MAX WATTAGE
LAMP OPTIONS

BK E17
INTERMEDIATE BASE (E17)
7/8”W X 1”H
15” ON CENTER
12V AC OR 120V AC
200 FT
300 FT
200 FT
16 GAUGE BLACK
1200W PER CIRCUIT
SEE BELOW

socket spacing 15”

GEOMETRIC

ZIG ZAG

LINEAR

SUN RAY

PERIMETER

CROSS

BISTR
O

43

C
O

LLEC
TIO

N

818.349.2663   BISTRO COLLECTION

LAMPS SOLD SEPARATELY
(LED-BK-S14-1-12 SHOWN)

12V: ADDITIONAL LEAD WIRE AVAILABLE PER FOOT (BK-LEAD)
120V: ADDITIONAL 8 FT POWER PLUG AVAILABLE (BK-PWR-MALE)

INSTALLATION ACCESSORIES

DESIGN IDEAS (POSTS, POLES AND J HOOKS NOT SUPPLIED)
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MATERIAL
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STRENGTH
ROLL SIZE

BK CABLE SS
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MODEL
MATERIAL

LENGTH
WIDTH

STRENGTH
QTY PACK

BK TIES SS
304 STAINLESS 
STEEL
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150 LBS
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MODEL
MATERIAL

LENGTH
WIDTH

STRENGTH
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E17 BISTRO STRING (SOLD BY THE FOOT)
INTERMEDIATE BASE (E17 SOCKET) / G50 LAMP
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CABLE

MAX WATTAGE
LAMP OPTIONS
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LAMPS SOLD SEPARATELY
(LED-BK-S14-1-12 SHOWN)

12V: ADDITIONAL LEAD WIRE AVAILABLE PER FOOT (BK-LEAD)
120V: ADDITIONAL 8 FT POWER PLUG AVAILABLE (BK-PWR-MALE)WIRE TIES (SS)

BK-TIES-SS
STAINLESS STEEL
5”
1/6”
150 LBS RATING
100

MODEL
MATERIAL

LENGTH
WIDTH

STRENGTH
QTY PACK

WIRE TIES (NYLON)

BK-TIES-BK
HEAVY DUTY NYLON
8”
1/3”
120 LBS RATING
100

MODEL
MATERIAL

LENGTH
WIDTH

STRENGTH
QTY PACK

CABLE WIRE CLAMPS

BK-CABLE-CLAMP-1/16
GALVANIZED

BK-CABLE-CLAMP-1/8
GALVANIZED

MODEL
MATERIAL

MODEL
MATERIAL

GALVANIZED AIRCRAFT CABLE

BK-CABLE-1/16
GALVANIZED
1/16” (7X7)
480 LBS RATING
250 FT

MODEL
MATERIAL
DIAMETER
STRENGTH
ROLL SIZE

BK-CABLE-1/8
GALVANIZED
1/8” (7X7)
1700 LBS RATING
250 FT

MODEL
MATERIAL
DIAMETER
STRENGTH
ROLL SIZE

CATALOG #
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lamp configuration

step 3

12V OPTIONS

120V OPTIONS

MODEL

LED-BK-S14-1-12-FIL 1W Filament LED - 2400K

LED-BK-S14-1-120-FIL 1W Filament LED - 2400K

qty

shade options

step 4

MODEL

BK-111-BZ

BK-411-BZ

BK-511-BZ

Petal Shade

Hammered Shade

Pyramid Shade

qty

accessory options

step 5

MODEL

BK-CABLE-GS-1/16

Sold by the foot

qty

ft.

MODEL

BK-CABLE-CLAMP-1/16

Sold individually

qty MODEL

BK-TIES-BK

Heavy Duty Nylon Ties (100 QTY Pack)

qty

MODEL

BK-TIES-SS

Stainless Steel Cable Ties (100 QTY Pack)

qty

BK-CABLE-CLAMP - 1/8

BK-CABLE-GS-1/8

STANDARD STRING CUT
• All bistro string comes in Black finish.
• Each string has 1ft. before the first socket with a pigtail for hard   
  wire (12v or 120v).
• Each string has 1ft. after the last socket with a sealed looped end.
  FOR ADDITIONAL 12V LEAD (BK-LEAD) OR 120V POWER PLUG 
  (BK-PWR-MALE) PLEASE SPECIFY IN STEP 2

fixture configuration
LENGTH

step 1

MODEL

BK-E26 Standard SocketSpecify per foot

ft.

SUBMITTAL SHEET

MODEL lead LENGTH

Specify per foot

for BK-LEAD

LEAD ORDERING INFO
• All leads and power plugs are factory sealed and installed
• BK-PWR-MALE is for 120V installs at receptacles
 FOR ADDITIONAL 12V LEAD (BK-LEAD) OR 120V POWER PLUG 
 (BK-PWR-MALE) PLEASE SPECIFY IN STEP 2

• All shades are Bronze (BZ) outer finish with white  
  reflective inside finish.

Lead Wire (per ft.)

8 ft. Male Plug

BK-LEAD

BK-PWR-MALE

lead configuration

step 2

ft.

CATALOG #
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