
PROJECT

TYPE

DATE

CATALOG #

solid brass
NATURAL BRONZE
FROST AND CLEAR INCLUDED
bi-pin
T3/G4
12v
8-10 ft AVG
3 FT

material
FINISH
lens
socket
lamp
voltage
light SPREAD
LEAD WIRE

AP-00B-01B / AP-00B-SHORT-01B

UNIVERSAL CLASSICO
PATH LIGHT

product specificationS

•solid brass
•RIDGED shade
•natural bronze finish guaranteed not to
 chip, flake or peel
•tempered, shock and heat resistent lens
•high temperature ceramic socket
•field replaceable led lamp
•lifetime warranty on brass material
•dimmable+

key features

lightcraft outdoor | 9811 owensmouth ave | unit 1 | chatsworth, ca 91311
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SHORT TALL

15-3/4”H

7-1/8”W

2-5/8”H

22-3/4”H

7-1/8”W

2-5/8”H

led lamp configuration

step 2

kelvin temperature

encapsulated

led-t3

led wattage
1.5w

2.5w

3.5w

5w

6w

110 lm

210 lm

280 lm

400 lm

480 lm

27k

30k

2700k

3000k

enc encapsulated (ip67)

only available in
1.5w, 2.5w & 3.5wax-800p

included

accessory options

step 3

stake option
ax-802p heavy duty perma post

+   Dimmable: +Fully tested with Lutron Diva (DVLV-600P) dimmer and 
Lightcraft dimmable transformers and LED lamps.

See Encapsulated T3 LED Lamps Spec Sheet for additional details (1.5w, 
2.5w, 3.5w only)

ap-00b

fixture configuration

stem option
short

tall

15-3/4” stem

22-3/4” stem

step 1

shade
01b classico shade

finish
nbz natural bronze


