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O key features
•solid brass
•CONTEMPORARY DESIGN
•MULTIPLE HEIGHT OPTIONS
•natural bronze finish guaranteed not to 
chip, flake or peel
•tempered, shock and heat resistent lens
•high temperature ceramic socket
•field replaceable led lamp
•lifetime warranty on brass material
•dimmable+

product specification
material
FINISH
lens
socket
lamp
voltage
light SPREAD
LEAD WIRE

solid brass
NATURAL BRONZE
FROST
bi-pin
T3/G4
12v
2-8 ft AVG
3 FT

WINDOW

AP 340B 10
10”H X 15/16”W
1.5W OR 2.5W T3
SEE PG 48
SOLID BRASS
NATURAL BRONZE (NBZ)
STAINLESS STEEL (SS)
FROSTED ACRYLIC
GROUND STAKE INCLUDED
6-8 FT AVG

MODEL
DIMENSIONS

LED
KELVIN OPTIONS

MATERIAL
STANDARD FINISH
OPTIONAL FINISH

LENS
MOUNTING

LIGHT SPREAD

AP 340B 18
17-15/16”H X 15/16”W
1.5W OR 2.5W T3
SEE PG 48
SOLID BRASS
NATURAL BRONZE (NBZ)
STAINLESS STEEL (SS)
FROSTED ACRYLIC
GROUND STAKE INCLUDED
6-8 FT AVG

MODEL
DIMENSIONS

LED
KELVIN OPTIONS

MATERIAL
STANDARD FINISH
OPTIONAL FINISH

LENS
MOUNTING

LIGHT SPREAD

AP 340B 13
12-15/16”H X 15/16”W
1.5W OR 2.5W T3
SEE PG 48
SOLID BRASS
NATURAL BRONZE (NBZ)
FROSTED ACRYLIC
GROUND STAKE INCLUDED
6 - 8 FT AVG

MODEL
DIMENSIONS

LED
KELVIN OPTIONS

MATERIAL
STANDARD FINISH

LENS
MOUNTING

LIGHT SPREAD

AP 340B 21
20-15/16”H X 15/16”W
1.5W OR 2.5W T3
SEE PG 48
SOLID BRASS
NATURAL BRONZE (NBZ)
FROSTED ACRYLIC
GROUND STAKE INCLUDED
6 - 8 FT AVG

MODEL
DIMENSIONS

LED
KELVIN OPTIONS

MATERIAL
STANDARD FINISH

LENS
MOUNTING

LIGHT SPREAD

1/2” NPT

1/2” NPT

1/2” NPT

1/2” NPT

•COMPACT CONTEMPORARY DESIGN
•SOLID BRASS
•UV PROTECTED FROSTED ACRYLIC LENS
•FIELD REPLACEABLE LED
•MULTIPLE HEIGHT OPTIONS
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The Illuma Is A Transitional Pathway Fixture
Great for lighting steps and/or illuminating foliage. Use for both direct and indirect lighting 
applications.

iLLUMA
LANDSCAPE LIGHT

iLLUMA 10

iLLUMA 18

iLLUMA 13

iLLUMA 21

15/16”W

15/16”W

15/16”W

15/16”W

10”H

17 15/16”H

12 15/16”H

20 15/16”H

15/16”W

3/4”W

1/2” NPT

215/16”H

1”H

Threaded component 
for relamping

window

SHOWN IN NATURAL BRONZE (ALSO AVAILABLE IN STAINLESS STEEL)

SHOWN IN NATURAL BRONZE (ALSO AVAILABLE IN 
STAINLESS STEEL)

STAINLESS STEEL AVAILABLE IN
ILLUMA 10 AND ILLUMA 18

PLACE IN ANY 360 DEGREE POSITION.
DIRECT OR INDIRECT LIGHTING.

1”H

3/4”W

led-t3

led lamp configuration

led wattage

kelvin temperature

1.5w

2.5w

3.5W

110 lm

210 lm

280 LM

27k

30k

2700k

3000k

step 2

encapsulated

enc encapsulated (IP67)

finish option
nbz natural bronze

21” 18” 13” 10”

+   Dimmable: +Fully tested with Lutron Diva (DVLV-600P) dimmer and 
Lightcraft dimmable transformers and LED lamps.

See Encapsulated T3 LED Lamps Spec Sheet for additional details 
(1.5w, 2.5w, 3.5w only)

ETL LISTED
Complies with UL1838

ax-800p
included

accessory options
step 3

stake option
ax-802p heavy duty perma post

ap-340b

fixture configuration

SIZE option
10

13

18

21

10”H X 15/16”W

13”H X 15/16”W

18”H X 15/16”W

21”H X 15/16”W

step 1


