
8-1/4”  W

4-1/8” H

Re
vi

se
d 

08
/1

8

ax-803b-loop*
HANGING LOOP MOUNT

mounting option

step 3

* Sold Separately

HEAVY DUTY LOOP

3 MOUNTING HOLES

2 SIDE WIRE EXITS
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lightcraft outdoor | 9811 owensmouth ave | unit 1 | chatsworth, ca 91311
phone: 818.349.2663 | fax: 818.349.2676 | e-mail: sales@lightcraftoutdoor.com

HANGING MICA OPAL
ART GLASS HANGING PENDANT
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key features
•solid brass
•MICA OPAL ART GLASS SHADE
•natural bronze finish guaranteed not to
 chip, flake or peel
•tempered, shock and heat resistent lens
•high temperature socket
•field replaceable led lamp
•lifetime warranty on brass material
•dimmable+

product specification
solid brass
NATURAL BRONZE
MICA opal
FROST DOME
SC BAYONET 
12v
8-10 FT AVG
3 ft

material
FINISH
GLASS
LENS
socket/LAMP
voltage
LIGHT SPREAD
CHAIN/LEAD

+   Dimmable: +Fully tested with Lutron Diva (DVLV-600P) dimmer and 
Lightcraft dimmable transformers and LED lamps.

See Encapsulated SC LED Lamps Spec Sheet for additional details

led-SC

led lamp configuration

led wattage

kelvin temperature

2.5w

3.5W 

210 lm

280 LM

27k

30k

2700k

3000k

step 2

encapsulated

enc encapsulated (IP67)

H-21B-opal

FIXTURE configuration

finish
NBZ natural bronze

step 1

nbz


